
                                      
E-mail:anona@anonaauto.com Https://www.anonaauto.com 

Spray Gun Cleaner 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Air Consumption in Max. Pressure 90 L/min 
Air Consumption under Constant Solvent 70 L/min 
Max. Pressure 8 bar 
Solvent Pipe Inner Dia. 8 mm 
Compressed Air Pipe Inner Dia. 5 mm 
Exhaust Line Dia. 100 mm 
Noise ＜80dB 
Dimension 500 x 330 x 1402 mm
Net Weight  30 KG 
 

Part Code: SGC-A 
Technical Data 

 

  
  

  

 

 Cleaning free from disassembly is realized by our Spray Gun Cleaner. 
 It cleans spray gun through separating compressed air and solvent under high negative pressure.  
 NO PUMP cleaning ensures quick and optimum cleaning finished seconds.  
 It can efficiently use for water-based solvent or oil
 Two containers are equipped to hold clean solvent and recycled solvent separately, saving more solvent. 

Features 

500 x 330 x 1402 mm 

 

Air Consumption in Max. 
Pressure
Air Consumption under 
Constant Solvent
Max. Pressure
Solvent Pipe Inner Dia.
Compressed Air Pipe 
Inner Dia.
Exhaust Line Dia.
Noise
Dimension
Net Weight 

 Total Stainless Steel Material 
 Wall Mounted Installation 

Part Code: SGC-B 

Technical Data
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Tel: 86-20-87460378 Cell:86-13005123276 

Cleaning free from disassembly is realized by our Spray Gun Cleaner.  
It cleans spray gun through separating compressed air and solvent under high 

NO PUMP cleaning ensures quick and optimum cleaning finished within 30 

based solvent or oil-based solvent. 
iners are equipped to hold clean solvent and recycled solvent 

Air Consumption in Max. 
Pressure 

90 L/min 

Air Consumption under 
Constant Solvent 

70 L/min 

Max. Pressure 8 bar 
Solvent Pipe Inner Dia. 8 mm 
Compressed Air Pipe 
Inner Dia. 

5 mm 

Exhaust Line Dia. 100 mm 
Noise ＜80dB 
Dimension 500 x 330 x 1402 mm 
Net Weight  30 KG 

Technical Data 


